
How to prepare a surface for bonding with PC-Concrete Epoxy Paste 

Note: Use appropriate personal protective equipment (eye protection, dust mask, gloves, etc.) when 

preparing surface.  Use HEPA filtered vacuum to reduce dust. 

Spalled and Cracked Concrete 

Vacuum any dirt, dust or stone from spalled area.  Use a cold chisel and wire brush to remove any loose 

concrete, stones or flakes.  Expose cracks with a right angle grinder or abrasive wheel then vacuum dust 

and dirt.  Always be sure the bonding surfaces are prepared in advance before mixing product.  Remove 

any grease, oil or dirt with alcohol, acetone, and lacquer thinner or detergent in water.  Use a clean 

paper towel or rag for wiping. Do not use mineral spirits or paint thinner for removing contaminants.   

Blow off standing water and allow surface to dry or wipe with alcohol or acetone. Place backing rod or 

fill deep cracks partially with play sand.  When using the Bulk units, mix only enough PC-Concrete™ that 

can be used within 10 minutes at 75°F (24°C). Remove rust and loose paint with sandpaper or wire 

brush. Epoxy typically sticks to most paints. If there is a concern of the paint’s adhesion then remove it 

with sandpaper or wire brush. Smooth, glossy and shiny surfaces should be roughened using sandpaper 

to increase adhesion. 

How to prepare a hole for anchoring with PC-Concrete 

Using a rotary hammer drill and specified bit, drill the hole to the specified embedment depth.  The hole 

may be dry or damp but free of standing water.  Using oil free compressed air blow out the debris with 

an up/down motion for a minimum of 4 seconds/cycles (4X).  Select the correct wire brush for the 

drilled hole.  Reaching the bottom of the hole brush up and down and twist 4 cycles (4X).  The brush 

should contact the walls of the hole.  Blow out the hole once more to remove debris.  Visually inspect 

the hole to confirm it is clean. 

 

How to clean-up after PC-Concrete Epoxy Paste application 

Denatured Alcohol (ethanol), Acetone, Rubbing Alcohol (isopropyl alcohol) or Lacquer Thinner are 

suitable solvents for removing PC-Woody before it cures.   

Wear gloves.  Clean hands and skin with soap and water.   

Cured epoxy can be physically removed by sanding or applying Paint Remover or Paint Stripper to soften 

the epoxy surface (READ CAUTIONS).  Scratch off the softened epoxy.  Repeat as needed.  
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