
 

Faucet Filter User Manual 
Product Benefits 

1. This faucet filter contains carbon fibers and granular carbon in the cartridge 
2. Removes chlorine, organics, odors, smells, and sediments such as dust, and mud 
3. Improves the taste of tap water 
4. Filters drinking water to support healthy cooking and lifestyle uses  

 

Precautions 
1. Check to make sure the device is properly installed and not leaking. 

2. Install with normal or lower water pressure. 

3. Install using standard tap water sources. 

4. Maximum temperature: 176 °F. 

5. Minimum temperature: 40 ºF. 

6. If the filter won’t be used for one week or longer, place it in water to maintain. 

Product Installation 

Installation will vary depending on the bath or kitchen faucet on which you are installing the filter. 

 

For faucets with External Threads: 

1. Place the sealing washer on the female end of the adapter. 

2. Screw the adapter into the faucet. 

3. Place the sealing washer into the metal connector of the Faucet Filter. 
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4. To complete the installation, connect the Faucet Filter to the adapter on the faucet. 

5. In some instances, the filter can be installed directly onto the faucet. 

 

For Faucets with Internal threads and Removable Aerator: 

Most bathroom and kitchen faucets have removable aerators. While slightly unnoticeable, 

they are the exposed portions with the metal mesh that are screwed into the faucet outlet. 

Usually, they are round with notches that can be used to unscrew them (the image above 

on the right shows an aerator of a faucet). Remove the aerator and screw the provided 

adaptor into the faucet outlet. Then, simply attach the Faucet Filter to the adaptor and 

you're done. 

 

Installing on a Faucet Using the Universal Adapter  

In some instances, a faucet may not have an aerator. For these situations, we have 

provided a handy universal faucet adapter (shown above on the left). Simply fit it 

onto the outside of the faucet and tighten it until no water leaks out when you turn on 

the faucet.  

 

 

Usage Recommendations 
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1. Let the water run for 10 seconds before use every day.  

2. If the product has not been used for more than two days, let the water run for one minute before use. 

3. Keep the filter clean. 

4. Do not use the product when the filter is unscrewed  

5. The service life of the product may vary according to water quality, pressure, and usage frequency. For details, please 

refer to Filter Replacement.  

6. For areas with higher water pressure, turn down the tap water valve before using. 

7. Do not use the product near heat sources. 

8. Do not clog the water outlet or connect other adapters. 

9. Do not disconnect the filter while it is in use. 

10. Do not use detergents, ethanol or other cleansers to clean the product. 

 

 

Filter Replacement 

Replace filter regularly in order to guarantee the best water quality. 

 

 

1. Unscrew the housing cap. 
2. Replace the filter cartridge.  
3. Reinstall and test the water to complete the replacement. 
 
The filter should be replaced approximately every 8 – 12 months, depending on water quality and usage. 
 
Check the sealing ring carefully for any problems to avoid water leakage. 
 
 
 3 



 
 

Limited Warranty 
iSpring provides a 30-day money backguarantee,1 year Manufacturer Warranty and lifetime tech support to all 
products. However, we do not have the order information from the vendors other than 123Filter.com. The easiest way to 
activate the warranty is to forward your order confirmation email to support@iSpringFilter.com or register it on 
123filter.com, along with your comment; or if you prefer, please fill out and mail the form below. Please remember, we 
love to help our customers. If you have any questions or concerns about our products, please don’t hesitate to call or 
email us. We will do everything we can  to make your purchase a great experience.  
 
If you are happy with our product and service, please show your support by writing a product review on the channel you 
purchased  it from, even if it’s just a single line. It takes you just a minute, but means a lot to us. Thank you! 

 

iSpring Warranty Registration Form 
Your Name:  
Your Address:  
Your E-Mail:  
Your Phone:  
Order#:  
Order From:  
Model#:  
Order Date:  
Notes:  

 

How to reach us 
Local / International:  1-678-261-7611   
Fax: 1- 678-530-1070 
Office Hours:  Monday-Friday 9:00 a.m. - 5 p.m. EST 

Technical Support Hours:  Monday-Friday 9:00 a.m. - 5:00 p.m. EST 
Email: support@ispringfilter.com 
Mailing Address:  
iSpring Water Systems  
2840 Industrial Park Blvd,  
Cumming, GA, 30041 
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