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X52 Pro - instalr manual 

System Requirements 

Windows XP/XP64

Installation for Users of Windows® XP and Windows XP64

With your computer switched on, close down any programs that are currently running and insert the Saitek Smart 
Technology CD into your CD-ROM drive. 

1.

When the Introduction Screen appears, click Install Software to continue. If the CD does not run automatically, select Start 
from the Windows® Taskbar, then Run and type D:\Setup.exe and click OK - where D:\ is letter of your CD-ROM drive.

2.

When the Welcome screen appears, click Next to continue.3.
After reading the Disclaimer, select the I accept the terms of the Disclaimer option and click Next to continue.4.
At the Driver Setup screen, if you haven't already done so, plug the USB cable of the X52 Pro into one of your computer's 
USB ports and click on Next. 

5.

At the Software Setup screen, select Install the SST Programming Software and click Next. 6.
In the following Software Setup screen, click Next and follow the on-screen instructions. At this point you will be asked to 
install such features as the Saitek Magic Mouse, HID-compliant mouse, Saitek Magic Keyboard and HID Keyboard Device 
(these are what XP/XP64 calls the various elements of your Saitek controller). Continue to click on Next and Finish to 
accept the installation until the Registration screen appears. 

7.

At the Registration screen, select Check this box to register now and follow the on-screen instructions, or do not select this 
option and register later.

8.

Upon completion of the installation, you have the option to Run Profile Editor, which will give you a view of the 3D 
programming environment. If you do not wish to see the Profile Editor at this point, just uncheck the box and click on Finish
to complete the installation. 

9.

IMPORTANT INFORMATION - Driver Updates 

From time to time there may be updates to the driver and programming software for this product. 

You can check for the latest software updates by visiting the Saitek website and clicking on Downloads. A drop down menu will 
appear. Select Drivers and Software. 

For Windows® XP and XP64 users; Dynamic updates

If you are using the SST Programming software then you will need to obtain an updated version to work with the new drivers that 
you have downloaded from Windows update. To obtain the new version of the software, open the Game Controllers icon in Control
Panel, select the controller in the window and click Properties. At the top of the Properties window click the About tab and you will 
see a link that says Click here to download the SST Programming Software. Click on the link and Windows will give a download 
prompt asking if you want to open the file or save it. Choose to save it to your preferred location on your computer's hard disk and 
the file will start downloading. Once the file has downloaded, find it on your hard disk and double click on it to install the 
programming software.

PROGRAMMING YOUR SAITEK CONTROLLER WITH SAITEK SMART TECHNOLOGY PROGRAMMING SOFTWARE 

Introducing Saitek Smart Technology Programming Software 

Saitek Smart Technology Programming Software (SST) is the software Saitek supplies to configure your Saitek X52 Pro for 
enhanced functionality. SST delivers a powerful set of features, allowing you to program your device with the ultimate configuration
for total interaction. Despite a level of sophistication previously unseen in the market, and because of the Saitek Smart Technology
inside, the software remains simple and intuitive to use. 

For a complete guide on how to program your Saitek Gaming Mouse, visit the Saitek website at www.saitek.com.

Features of Smart Technology Programming Software: 

Quick and easy setup in any game
Personalize the controller settings for your favorite games
Configure your controller with an on-screen 3D model and interface
Multiple setup option for each controller - ideal if a controller is used by several people
Program special moves with sophisticated timing features
Special game setups available as 'Profiles' from the Saitek website and on the Smart Technology CD
Download the latest version of Saitek Smart Technology software from the Saitek website

What is a Profile 

A Profile is a custom setup for improved gameplay - consisting of a set of commands that are pre-assigned to the buttons or axes 
of your controller. There are pre-written Profiles available on the Product Companion Disk that accompanies this device. Please 
also check the Saitek Website (www.saitek.com) for new profiles which will be added for the Saitek X52 Pro.

How Do I Program My Controller? 

After getting to know your controller, you can start creating your own personal Profiles with the Saitek Smart Technology 
programming software (SST). This software has virtually unlimited programming capabilities and allows you to customize the 
controller to your exact gaming needs. 
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The Profile Editor allows you to program the buttons on your controller to perform different actions within your games - this is 
especially useful if the game you are using does not have its own screen that allows reconfiguring of your buttons. 

Getting Started 

Double-click on the Saitek Smart Technology icon the install left on your desktop.1.
In the Profile Editor, choose the control to which you wish to assign a keyboard command. You do this by left-clicking on 
the control's cell in the control list on the right of the screen

2.

With the cursor flashing, type in the key commands and then click on the green tick mark when complete.3.
Repeat this procedure for all the buttons you would like to program and then click File, Save at the top of the Profile Editor 
window.

4.

Give the profile a name (it is recommended you name it after the game for which the profile is intended) and then click 
Save. 

5.

To enable the profile either click the Profile Now icon at the top of the Profile Editor (it looks like a black and yellow 
crosshair) or right-click on the controller icon in your taskbar and select the name of the profile from the pop-up list of 
options.

6.

You will notice that when a profile is loaded that the controller icon in your taskbar has a green square behind it, indicating 
that a profile is currently loaded. If you wish to unload a profile simply right-click on the controller icon and click Clear 
Profile from the pop-up list of options.

7.

If you require more detailed assistance with using the SST Programming Software, click on Help at the top of the Profile Editor and
then Manual.

Technical Support 

Can't get your controller to work - don't worry, we're here to help you! 

Nearly all the products that are returned to us as faulty are not faulty at all - they have just not been installed properly. 

If you experience any difficulty with this product, please first visit our website www.saitek.com. The technical support area will 
provide you with all the information you need to get the most out of your product and should solve any problems you might have. 

If you do not have access to the internet, or if the website cannot answer your question, please contact your local Saitek Technical
Support Team. We aim to offer quick, comprehensive and thorough technical support to all our users so, before you call, please 
make sure you have all the relevant information at hand. 

To find your local Saitek Technical Support Center, please see the Worldwide Support link on the this disc.

Conditions of Warranty

Warranty period is 2 years from date of purchase with proof of purchase submitted1.
Operating instructions must be followed2.
Specifically excludes any damages associated with leakage of batteries 
Note: Batteries can leak when left unused in a product for a period of time, so it is advisable to inspect batteries regularly.

3.

Product must not have been damaged as a result of defacement, misuse, abuse, neglect, accident, destruction or 
alteration of the serial number, improper electrical voltages or currents, repair, alteration or maintenance by any person or 
party other than our own service facility or an authorized service center, use or installation of non-Saitek replacement parts
in the product or the modification of this product in any way, or the incorporation of this product into any other products, or 
damage to the product caused by accident, fire, floods, lightning, or acts of God, or any use violative of instructions 
furnished by Saitek plc.

4.

Obligations of Saitek shall be limited to repair or replacement with the same or similar unit, at our option. To obtain repairs 
under this warranty, present the product and proof of purchase (eg, bill or invoice) to the authorized Saitek Technical 
Support Center (listed on the separate sheet packaged with this product) transportation charges prepaid. Any requirements
that conflict with any state or Federal laws, rules and/or obligations shall not be enforceable in that particular territory and 
Saitek will adhere to those laws, rules, and/or obligations.

5.

When returning the product for repair, please pack it very carefully, preferably using the original packaging materials. 
Please also include an explanatory note.

IMPORTANT: To save yourself unnecessary cost and inconvenience, please check carefully that you have read and 
followed the instructions in this manual. 

This warranty is in lieu of all other expressed warranties, obligations or liabilities. ANY IMPLIED WARRANTIES, 
OBLIGATIONS, OR LIABILITIES, INCLUDING BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, SHALL BE LIMITED IN DURATION TO THE 
DURATION OF THIS WRITTEN LIMITED WARRANTY. Some states do not allow limitations on how long an implied 
warranty lasts, so the above limitations may not apply to you. IN NO EVENT SHALL WE BE LIABLE FOR ANY SPECIAL 
OR CONSEQUENTIAL DAMAGES FOR BREACH OF THIS OR ANY OTHER WARRANTY, EXPRESS OR IMPLIED, 
WHATSOEVER. Some states do not allow the exclusion or limitation of special, incidental or consequential damages, so 
the above limitation may not apply to you. This warranty gives you specific legal rights, and you may also have other rights 
which vary from state to state. 

6.

This symbol on the product or in the instructions means that your electrical and electronic equipment should be disposed at the 
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end of its life separately from your household waste. There are separate collection systems for recycling in the EU. 

For more information, please contact the local authority or your retailer where you purchased the product. 

Information for Customers in the United States 

FCC Compliance and Advisory Statement 

Warning: Changes or modifications to this unit not expressly approved by the party responsible for compliance could void the 
user's authority to operate the equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: 

This device may not cause harmful interference, and; 1.
This device must accept any interference received, including interference that may cause undesired operation.2.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the 
FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. 
This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not 
occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be 
determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the 
following measures

Reorient or relocate the receiving antenna;
Increase the separation between the equipment and receiver;
Connect the equipment into an outlet on a circuit different from that to which the receiver is connected;
Consult the dealer or an experienced radio/TV technician for help.

Saitek Industries, 2295 Jefferson Street, Torrance, CA 90501, USA 
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Using the Microsoft Flight Simulator X plug-in with your X52 Pro Flight Control System 

Most aircraft available in Microsoft Flight Sim X feature the radio stack panel which is displayed and 
can be adjusted with the mouse when Shift +2 is pressed. The aircraft radio stack display shows the 
frequencies which communication radios are set to as well as the Nav1 and Nav2 VOR radio beacon 
frequencies, ADF navigation frequency, Distance Measuring Equipment (DME), transponder frequency
and Auto-Pilot settings. The radio stack display differs from aircraft to aircraft but the basic information 
shown is the same.

If you have installed Flight Sim X and the X52 Pro’s driver software on your PC, the Flight Sim X iMFD
plug-in will mean your X52 Pro is already set-up to display and control Radio Stack information and will
show the radio stack settings when you open the Microsoft Flight Sim X application. Please follow the
instructions below to access and change the Radio Stack.

If you have installed Flight Sim 10 after installing the X52 Pro’s drivers, go to C:\Program 
Files\saitek\directoutput and run (double click) SaiFlightSimX.exe

From now on, every time you open Flight Sim X, your X52 Pro’s iMFD will display the Radio Stack
information. If at any time you want to disable this feature, open the run box, from Start, run, in the run
text box type

“C:\program files\saitek\directoutput\SaiFlightSimX.exe” -uninstall

Programming the Radio Stack in Microsoft Flight Sim X 

As an example, let’s assume you’re flying a Cessna C172SP Skyhawk. The cockpit view will appear as
below, with all the main aircraft altitude, airspeed and attitude instruments to the left, and navigational
instruments to the right.
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When you press shift and 2 on your computer keyboard, the radio stack will appear.

Changing the radio stack settings using the X52’s iMFD control buttons and display

When still on the ground, open the radio stack panel.
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On the X52 Pro’s iMFD, turn the left hand Pg. up and Pg. down wheel to show each section of the
radio stack on the iMFD’s LCD screen. The sections are:

Com 1 and Nav 1
Com 2 and Nav 2
ADF
DME
Transponder
Autopilot

As an example, to change the Com 1 and Nav 1, or Com 2 and Nav 2 frequencies, select the page 
with the appropriate Com and Nav channels. To toggle between active and standby frequencies rotate 
the right hand wheel to move the cursor [ ] to the active (top) frequency which you want to toggle to 
standby and press the right hand wheel button (the MFD select button). 

To edit the standby frequencies, rotate the right hand wheel until the > symbol is on the left hand side 
of the frequency, and press the MFD select button, so that the > changes to >>. You can now increase 
or decrease the values of the first three digits of the frequency by rotating the right hand wheel 
upwards or downwards. When you are happy with the value you have entered press the MFD select 
button again to exit editing that part of the frequency. 

To change the two decimal digits of the frequency, rotate the right hand wheel upwards or downwards 
until the < symbol appears to the right of the frequency. Press MFD select button and the < symbol will 
switch to <<. Now rotate the wheel upwards or downwards to increase or decrease the two decimal 
point values. When you are happy with the frequency you have selected, press the MFD button again 
to exit. 

To make the standby frequency active, rotate the right hand wheel to highlight the active frequency (it 
will be between the [ ] cursor brackets). Press on the MFD select button and the standby value will now
switch to become active.

You will need to switch on the desired Com 1, Com 2, Nav 1, Nav 2 frequencies by clicking on the 
appropriate switch of the radio stack panel of your cockpit with your mouse . In the case of the Cessna 
C172SP Skyhawk you will find these switches at the very top of the radio stack.

 

Windows Media Player 

You can also control Windows Media Player with your X52 Pro’s iMFD. Open the media player and
select a track to play. Adjust the volume by pushing the right rotary wheel up or down. Press down on
the rotary button to pause or play the track.

Creating your own iMFD interactions 

You can create your own iMFD interactions with games by using the Software Development Kit (SDK) 
supplied on this disc. For more information on how to use the SDK, please visit www.saitekforum.com
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Maintaining your controller settings 

Your Saitek X52 Pro Flight Control System (FCS) is supplied ready for use. However, we want you to use it in the 
way that suits you best. We've therefore included the facility for you to change various settings on your stick and 
throttle units. You can, for example, vary the brightness of the LED buttons, check your stick is working correctly or
change the way the date is displayed on your Multi-Functional Display (MFD). 

You change your controller settings in the Saitek X52 Pro Flight Stick properties window. There are two ways you 
can open this window. Either: 

Double-click on the Game Controllers icon in the Control Panel and then click Properties in the Game 
Controllers window that is displayed. Or, 
If the SST programming software has been installed, right-click on the Saitek X52 Pro Flight Stick profiler 
icon in your task bar and select Control Panel from the popup list of options displayed. 

The Saitek X52 Pro Flight Stick properties window consists of five separate tabs. You can view and change 
various controller settings in each tab. The settings you can change are described in the following sections. 

 

Testing your controller 

You can make sure that the various features of your controller are working correctly. You do this in the Test tab of 
the Saitek X52 Pro Flight Stick properties window. 

To test your controllers, follow the steps below: 

Click the Test tab.

The controller features that you can test are displayed right. 

1.

Test each feature as required.2.
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The way you do this varies, depending on what the feature does. It may, for example, involve pressing the 
corresponding button, or turning the corresponding rotary control. 

The features you can test are explained in the following sections. 

Testing axes 

You can test the following axes and controls: 

Feature Explanation 

X/Y Axes Move the flight stick backwards and forwards or from left to right. The + symbol moves in the X/Y Axes 
box, to show the drivers are picking up the stick movement correctly.

Twist The vertical gray line represents the center point of the flight stick. Rotate the flight stick clockwise or 
anti-clockwise. This is the rudder that enables you to change direction outside the X and Y axes. If the drivers are 
detecting the movement correctly a red band is displayed on either side of the center point line.

Throttle Move the throttle up or down to increase or decrease your acceleration. A red band shows the current rate
of acceleration, ranging from 0% (no red) to the maximum acceleration at 100% (the box is filled with red).

Rotary 1 and 2 Rotate the rotary controls on the throttle unit. These are user-defined via the SST programming 
software or within each game. They range from 0% (no red) to 100% (the box is filled with red). You may, for 
example, use them to control fuel mixture or radar gain.

Precision Slide Move the slide control on the throttle unit. This is user-defined via the SST programming software 
or within each game, and ranges from 0% (no red) to 100% (the box is filled with red). You may, for example, use it
to control pitch or fuel mixture.

Testing buttons, toggle and mode switches 

You can make sure button presses are being detected by the drivers. Press each button on your flight stick or 
throttle unit that you want to test, in turn. The corresponding numbered disc lights up in the Buttons panel of the 
Test tab. 

Note: What each button does depends on the game in progress. You can, if you wish, assign functions to individual
buttons using the SST programming software. See the SST programming software manual for details. 

The numbered boxes in the Toggle Switches panel illuminate when you press the toggle switches on your flight 
stick unit. 

The three red boxes in the Mode panel indicate which mode is currently selected. The top box represents mode 1, 
the middle box mode 2 and the lower box mode 3. Make sure your mode selector switch is working correctly by 
rotating the switch to change modes. The corresponding box in the Mode panel illuminates. 

Testing POVs 

Moving the POV controls on your flight stick in the various directions should illuminate the corresponding direction 
arrows in the POV panel. POV 1 is used to look around the cockpit. POV 2 can be configured to trigger four or 
eight different functions of your choice. See the SST programming software manual for details. 

You can also make sure that movements of the Throttle Hat control cause the corresponding direction arrows in 
the POV panel to illuminate. As for POV 2, the throttle hat control can be configured to trigger four or eight different 
functions of your choice. 

Testing the ministick 

The ministick on the throttle unit is used to perform actions you would otherwise use your mouse for. Moving the 
ministick moves the + symbol in the Mouse X/Mouse Y box. 

Maintaining deadzones 

You can create deadzones for each range and axis your controller features move in. They reduce interference that 
may be caused by unintended movements of the flight stick and other controls. For example, you may want to 
move your stick in the X axis only, but find it difficult to avoid moving it in the Y axis as you do so. You can set up a
deadzone in the Y axis so that these minor movements are not detected by the drivers.

What is a deadzone? 



3 of 10 20/12/2006 08:47

A deadzone is a part of the range in which an axis moves that is not detected by the drivers and so has no effect 
on the game in progress. It may be around the center point of the range, or at either end. 

To maintain your deadzones 

Click the Deadzone tab.

The controls you can create deadzones for are shown, as follows:

Each axis is represented by a white box that contains a red line that represents where the control is currently
sitting. Moving the corresponding control moves the red line. Use this line to determine exactly where your 
deadzone must begin and end. Beneath each box is a sliding scale. You use this to specify the size of each 
deadzone. 

1.

Click on a slider on the sliding scale and drag it to where you want the deadzone to end. The area that 
represents the deadzone is shaded gray.

2.

Use the center sliders to maintain the deadzone around the center point of an axis. Use the sliders at either 
end to create deadzones at either end of the axis.

3.

Tips: By default, clicking on either the right or the left slider in the pair moves both sliders. You can change this if 
you just want to adjust one side of the deadzone. To do this, right-click anywhere in the white box and select Link 
Deadzones from the popup list of options displayed. Repeat this to link the pairs of sliders again. 

You can clear existing deadzones for an axis by right-clicking anywhere in the white box and selecting Clear 
Deadzone. 

You can maintain deadzones for the following features of the Saitek X52 Pro FCS: 

Feature Explanation 

X Axis Movements of the stick from left to right or right to left.

Y Axis Movements of the stick from back to front or front to back.
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Twist Rotations of the stick clockwise and anti-clockwise.

Throttle Movements of the throttle to increase or decrease your speed.

Rotary 1 Rotations of the small rotary control on the throttle.

Rotary 2 Rotations of the large rotary control on the throttle.

Precision Slide Movements of the slide control on the throttle.

 

 

Maintaining your LED brightness 

The authenticity of the flight control experience provided by your Saitek X52 Pro FCS is enhanced by a number of 
LEDs on the throttle unit and flight stick. You can control the appearance of these LEDs, making them brighter or 
dimmer according to your preference.

To maintain LED brightness 

Click the LEDs tab.

A sliding scale is displayed, which you can use to choose how brightly the LEDs on your stick and throttle 
are displayed:

1.

Move the slider on the scale to adjust LED brightness. The LEDs change as you move the slider, so you can
make sure they are as you want them to be. You can either:

2.

• Click and drag the slider along the scale. Or:

• Click a point on the scale itself, to move the slider in graduated steps along the scale.
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Maintaining MFD settings 

Your Saitek X52 Pro FCS flight stick unit includes an MFD, or Multi-Functional Display. You can control the way 
information is displayed in your MFD by changing various settings in the MFD tab: 

 

What is the MFD? 

The MFD is a screen that displays a variety of different information including, for example, the mode currently 
selected and today's date. It is part of the same unit as your throttle. The MFD itself and the way it works is 
explained in more detail in Using the MFD. 

To change the brightness of your MFD 

Click the MFD tab.

A Brightness sliding scale is displayed at the top of the tab. 

1.

Change the brightness of your MFD by moving the slider along the scale. To move the slider, you can either:2.

• Click and drag the slider along the scale. Or:

• Click a point on the scale itself, to move the slider in graduated steps along the scale.

The brightness of your MFD changes as you move the slider. Use this to determine when the slider is in the right 
place. 

Maintaining clock settings 

Your MFD can display the current time in any time zone. You can choose the time zones displayed and the format 
in which the time for each zone is displayed. 

You can have up to three different time zones available on your MFD. Greenwich Mean Time (GMT) is included by
default. You can choose up to two additional time zones. When using your MFD, you switch between the three 
time zones, as required. 

To change your clock settings 

Click the MFD tab.

This tab includes three panels in which you change the way time is displayed on your MFD. They are called 
Clock 1, Clock 2 and Clock 3.

Note: Clock 1 = GMT or local time.

1.

Choose additional time zones that you want to be able to view on your MFD in the Clock 2 and Clock 3 
panels. You do this by selecting an option from the corresponding Time Adjustment drop-down list.

Each option is a time relative to GMT, for example GMT +1:00 is GMT plus one hour, and so on. Each time 
is also represented by an entry in the phonetic alphabet. For example, GMT is represented by 'Zulu' and 
GMT +12:00 by 'Mike'.

2.

Choose the format you want each time to be displayed in. To do this, either check or uncheck the 
corresponding 12 Hour Format checkbox.

When the box is unchecked, the time is displayed in 24 hour clock format, i.e. between 00:00 and 23:59. If it 
is checked, the time is shown in 12 hour clock format.

3.

Click Apply.4.

You can now view the current times in your chosen time zones on your MFD. See Using the MFD for details. 

Maintaining date settings 

The current date is displayed in the bottom right-hand corner of your MFD. You can choose how this date is 
displayed. You may, for example, prefer to see the month first, followed by day and year. 
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To change your date settings 

Click the MFD tab.

The format the date is currently displayed in on your MFD is shown in the Date Settings panel.

1.

Select the format you want the date to be displayed in from the drop-down list.2.
Click Apply.3.

Changing the way your clutch button works 

The clutch button on your throttle is used to temporarily deactivate the buttons in the game in progress. This 
enables you to check what each button does without interrupting the game, and to select a different profile if 
required. See Viewing button names in Using the MFD for more information. 

To change the way your clutch works, check or uncheck the Latched Clutch Button checkbox in the Clutch Settings
panel and then click Apply. 

When the box is checked, pressing and releasing the clutch deactivates the buttons in the game in progress. To 
re-activate the buttons, you must press and release the clutch again. 

When the box is unchecked, the buttons are deactivated in the game only as long as the clutch is depressed. 
When you release the clutch, pressing buttons once again affects the game in progress. 

Viewing notes and version information 

Useful information about the SST programming software, along with a link by which you can download the latest 
version of the software, is provided. You can also view details of the driver and software versions that you currently
have installed. 
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To view this information, click the About tab. This tab is shown above: 

Using the MFD 

The MFD, or Multi-Functional Display, is an integral part of your throttle unit. It displays a variety of information 
including button names, the current profile and today's date. It also provides a stopwatch feature. 

You can change some of the settings that determine the way your MFD works. For example, you may want to 
increase the brightness of the display, or change the way the date is shown. You do this in the MFD tab of the 
Saitek X52 Pro Flight Stick Properties window. See Maintaining MFD settings in the section Maintaining your 
controller settings for more information. 

Features of the MFD 

The MFD is divided into three sections: 

The mode section is at the top of the MFD and shows the currently selected mode. See Working with 
modes, below.
The center section of the MFD is used to view the names of buttons on your flight stick and throttle, and to 
view and change the current profile. See Working with profile information, below.
The time and date display is at the bottom of the MFD. It can show the current time in up to three time 
zones. It also includes the stopwatch. See Viewing the time and date and Using the stopwatch, below.

The layout of the MFD is shown right: 

The three buttons beneath the MFD are used to change the time display and to operate the stopwatch. 

Working with modes 

The Saitek X52 Pro FCS offers extensive opportunities for you to configure your controller to work the way you 
want it to. You do this by creating profiles, using the SST programming software. (See the SST programming 
software manual for details.) Within each profile, you can create up to six different modes that determine the 
actions performed when you press buttons on the flight stick and throttle. 
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You can use your MFD to view the mode that is currently selected. 

Changing the mode 

You change the mode by rotating the mode selector switch on your flight stick. As you do this, the MODE number 
displayed on the MFD changes to reflect your selection. 

Using additional modes 

Three modes are available by default. You can increase this to six using the pinkie switch on your flight stick. To do
this you must designate the pinkie switch to perform the same function as the Shift key, using the SST 
programming software. You can then select one of the additional modes by holding down the pinkie switch as you 
rotate the mode selector switch. When you do this, the word SHIFT is displayed in the mode section of your MFD. 

Within each profile, you can use the following modes: 

• Mode 1

• Mode 2

• Mode 3

• Mode 1 + Pinkie

• Mode 2 + Pinkie

• Mode 3 + Pinkie

 

Viewing the current mode 

The mode that is currently selected is displayed in the top part of the MFD. This is shown in the following example: 

 

 

If you have selected one of the three pinkie modes described above, the word SHIFT is displayed, because the 
pinkie switch is acting as a Shift key. 

Working with profile information 

You can use the center section of the MFD to view the names assigned to buttons on your flight stick and throttle. 
It also shows the names of the profile and mode currently selected. 

Viewing button names 

You can view the names assigned to buttons in the current mode. You may use the SST programming software to 
create a number of profiles. Each profile may include up to six different modes, assigning different functions to 
individual buttons for use in different games. 

If you've created profiles, you can view the names you've given to buttons in the selected mode in the current 
profile. If not, the standard name assigned to each button is displayed. The standard name reflects the function 
assigned to each button when your Saitek X52 Pro FCS is supplied. 

To view the name of a button, press it as you normally would. Its name is displayed in the centreline of the MFD. 

If a game is in progress, use the clutch to deactivate the buttons in the game. You can then press them and view 
their names without affecting the game. When supplied, the clutch is set up so that you must keep it depressed for 
as long as you want the buttons to remain inactive in the current game. You can change the way the clutch button 
works via the MFD tab of the Saitek X52 Pro Flight Stick properties window. See Changing the way your clutch 
button works in Maintaining your controller settings for details. 

Note: You cannot view button names if the Saitek X52 Pro Flight Stick properties window is open. 

Changing the current profile 

You can use the MFD to change the current profile 'on the fly'. You may, for example, realise that you're not 
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working in the correct profile for the game in progress. 

To change the profile on the fly 

Press the clutch button. The LEDs on your clutch and on the main POV control on your flight stick begin to 
flash on and off. Pressing buttons does not affect the game in progress when the clutch is engaged.

Note: When supplied, the clutch is set up so that you must keep it depressed for as long as you want it to be
engaged. You can change the way the clutch works via the MFD tab of the Saitek X52 Pro Flight Stick 
properties window. See Changing the way your clutch button works in Maintaining your controller settings for
details.

1.

Move the main POV control on your flight stick up (north) or down (south) to scroll through your profiles. As 
you do this, the profile names are displayed in the bottom row of the centre section of the MFD.

Note: You can use the MFD to access any folder on your computer. To open a folder, push the POV to the
right (east). To move up a level, scroll through the files and folders in the current folder until [..] is displayed, 
and then push the POV to the right (east). 

2.

Select the profile you want by moving the main POV control right (east) when the profile's name is displayed 
on the MFD. It becomes the current profile and its settings are applied when you resume the game in
progress.

Tip: You can clear the current profile by moving the POV left (west). The buttons on your stick and throttle 
return to their default settings.

3.

Release the clutch. The way you do this depends on your clutch settings. Either stop pressing the clutch 
button or press and release it.

4.

Viewing the time and date 

The lower part of the MFD displays the current time and date: 

This part of the MFD can also be used as a stopwatch. You toggle between the two features by pressing the 
Function button. See Using the stopwatch, below, for more information about this feature. 

 

Viewing the time 

You can choose the time zone for which the current time is displayed from up to three available time zones. To 
move between the available time zones, press the up (Start/Stop) and down (Reset) buttons. 

As you move between the three time zones, a number is displayed in the bottom right corner of the MFD (in place 
of the date). This number disappears after a few seconds. 

Greenwich Mean Time (GMT) is available by default, and is represented by the number 1. You can choose which 
other time zones are available and the format in which each time is displayed. See Maintaining clock settings in the
section Maintaining your controller settings for an explanation of this procedure. 

Viewing the date 

The date is displayed in the bottom right-hand corner of the MFD. By default, it is shown in the format MMDDYY. 
You can change the date format, for example to DDMMYY. See Maintaining date settings in the section 
Maintaining your controller settings for an explanation of this procedure. 

Using the stopwatch 

The lower part of the MFD can also be used as a stopwatch. You toggle between the stopwatch and time displays 
by pressing the Function button. When the stopwatch is selected, the following is displayed: 

To use the stopwatch 

Press Start/Stop once. The number of seconds begins to increase1.
Press Start/Stop again to stop the timer.2.
Press Reset to clear the time and return to 00:00.3.

Note: The timer initially shows minutes and seconds. If the time recorded reaches fifty-nine minutes and fifty-nine 
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seconds, i.e. 59:59, it changes to show hours and minutes. This means the next reading after 59:59 is 01:00. 

 

Using the rudder lock 

You can deactivate the rudder feature on your flight stick by engaging the rudder lock. When you do this, the flight 
stick no longer rotates. 

To use the rudder lock 

Position your flight stick unit with the three toggle switches (T1 to T6) facing you. The rudder lock can be 
seen at the base of the flight stick, on the left hand side. If you look closer, you will see that it is labelled 
RLOCK.

1.

Pull out the RLOCK switch. You may find the easiest way to do this is by using the thumb on your left hand.2.

The twist action on the flight stick is now locked and you can no longer rotate it.

You can restore the rudder feature at any time by pushing the RLOCK switch back in.

Adjusting the handle 

You can optimise your comfort when using the flight stick by adjusting the height of the hand rest and pinkie switch.
If your hands are small, you can place the hand rest and pinkie switch in the highest position available. This 
reduces the distance between the trigger switch and pinkie switch, avoiding the need for you to stretch to reach 
both. If you have larger hands, you can maximise this distance and operate the flight stick in greater comfort. 

To adjust the handle 

Position your flight stick unit with the three toggle switches (T1 to T6) facing away from you.

A metal screw is clearly visible about one third of the way up the back of the handle.

1.

Loosen the screw by turning it anti-clockwise.

When the screw is loose enough, you can move it freely up and down within its slot on the back of the 
handle.

Moving the screw also moves the hand rest and pinkie switch.

2.

Move the screw until the hand rest and pinkie switch are at the height you want.3.
Place the screw in the position that best suits your preferred height. There are five positions for you to 
choose from.

4.

Tighten the screw in position by turning it clockwise.5.

 

 


