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Technical Specifications 
 

Note Keys 25 velocity-sensitive keys; 10-octave range with octave 
up/down buttons 

Pads 8 assignable backlit pads, velocity- and pressure-sensitive; 2 
banks 

Knobs 8 assignable 360º knobs  

X-Y Controller 1 configurable thumbstick with 3 modes 

Inputs / Outputs 1 USB port 
1 1/4" (6.35mm) TS input for sustain pedal 

Power USB-bus-powered 

Dimensions 
(width x depth x height) 

12.5" x 7.13" x 1.75" 
31.8 cm x 18.1 cm x 4.4 cm 

Weight 1.65 lbs. 
0.75 kg 

 

Specifications are subject to change without notice.  
 
 
 

Trademarks and Licenses 
 

Akai Professional is a trademark of inMusic Brands, Inc., registered in the U.S. and 
other countries. All other product names, company names, trademarks, or trade names 
are those of their respective owners. 
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Quickstart Guide (English) 
 
Box Contents 
 
MPK mini 

USB Cable 

Software Download Card 

Quickstart Guide

Safety & Warranty Manual 

 
Support 
 

For the latest information about this product, visit akaipro.com. 

For additional product support, visit akaipro.com/support. 
 
 
Setup 
 
Registration and Software Download  
 

We recommend registering your product so you can get your free included 
software, access tutorials, and receive additional support. Please follow the link on 
the included Software Download Card and then follow the instructions to register.  

If you wish to customize your MPK mini’s MIDI configuration, the MPK mini 
Editor is available as part of the MPK mini Software Manager download.   
 
Setting up MPK mini with Your DAW 
  

To select MPK mini as a controller for your digital audio workstation (DAW): 

1. Connect MPK mini to your computer using a standard USB cable. If you are 
connecting MPK mini to a USB hub, make sure it is a powered hub. 

2. Open your DAW. 

3. Open your DAW's Preferences, Options, or Device Setup, select MPK mini 
as your hardware controller, and then close that window. Your MPK mini is now 
able to communicate with your software. 

 

Features 
 

1. USB Port: Use a standard USB cable to connect this USB port to a USB port 
on your computer. 

2. Sustain Pedal Input: Connect an optional 1/4" TS sustain pedal (not included) 
to this input. 

3. Keyboard: This 25-note keyboard is velocity-sensitive and, in conjunction with 
the Octave Down / Up buttons, can control a ten-octave range. 

4. Display: This screen shows MPK mini’s settings. The default screen shows the 
currently selected program and BPM.  

5. Octave Down / Up: Use these buttons to shift the keyboard's range up or 
down (up to four octaves in either direction). Press both Octave buttons 
simultaneously to reset the keyboard to the default center octave.  

6. Arpeggiator On/Off: Press this button to turn the arpeggiator on or off 
(pressing it during a latched arpeggio will stop the arpeggio). To enter new 
settings for the arpeggiator, hold down Arpeggiator On/Off while turning the 
corresponding knobs or while pressing the corresponding keys. 

7. Tap Tempo: Tap this button at the desired rate to determine MPK mini’s tempo 
(for the arpeggiator and note repeat function). Note: This button is disabled if 
MPK mini’s Sync setting is set to EXT (external). 

8. X-Y Controller: By default, moving this 4-axis thumbstick left and right will 
bend the keyboard’s pitch, whereas moving it up and down will apply a mod 
wheel effect. As you move the thumbstick, the Display will show the updated 
value (000–127) of the parameter you are editing.  

9. Pads: The pads can be used to trigger drum hits or other samples in your 
software. Each time you press a pad, the Display will show the velocity level of 
your press (000–127).  

10. Bank A/B: Press the Bank A/B button to switch MPK mini's pads between 
Pad Bank A (red) or Pad Bank B (green). 

11. CC: When this button is active, MPK mini's pads will send MIDI CC messages 
instead of MIDI Note On messages. 

12. Prog Change: When this button is active, MPK mini's pads will send MIDI 
Program Change messages instead of MIDI Note On messages.  

13. Full Level: Press this button to activate or deactivate Full Level Mode, in which 
the pads always play at a maximum velocity (127), no matter how hard or soft 
you hit them.  

14. Note Repeat: Press this button to activate or deactivate Note Repeat Mode. 
When Note Repeat is activated, pressing a pad will cause it to automatically 
retrigger at the current tempo and time division settings. To enter new 
settings for the note repeat function, hold down the Note Repeat button 
while turning the corresponding knobs or while pressing the corresponding 
keys. 

15. Assignable Knobs: Each 360º knob sends a MIDI CC message. The knobs 
can also be used to edit arpeggiator or note repeat settings (while the 
corresponding button is pressed and held). 

16. Prog Select: Hold down this button and press one of the pads to select the 
corresponding program number (1–8). A program is a group of settings stored 
as a file on your MPK mini. Programs can be created and then sent to MPK 
mini with the downloadable MPK mini Software Manager.  

 
 
 
 
 
 

Guía de inicio rápido (Español) 
 
Contenido de la caja 

 
MPK mini 

Cable USB 

Tarjeta de descarga de software 

Guía de inicio rápido 

Manual sobre la seguridad y garantía 

 
Soporte 
 
Para la información más reciente acerca de este producto, visite akaipro.com. 

Para obtener soporte adicional del producto, visite akaipro.com/support. 
 

Instalación 
 

Registro y descarga del software 
 

Le recomendamos registrar su producto para poder obtener el software gratuito 
incluido, acceder a tutoriales y recibir soporte adicional. Acceda al enlace que figura en 
la tarjeta de descarga de software incluida y siga las instrucciones en la sección 
instruccions para completar el registro.  

Si desea personalizar la configuración MIDI de su MPK mini, el editor del MPK mini 
está disponible como parte de la descarga de software de gestión del MPK mini. 
 
Configuración del MPK mini con su DAW 
  

Para seleccionar el MPK mini como controlador para su estación de trabajo de 
audio digital (DAW): 
1. Conecte el MPK mini a su ordenador utilizando un cable USB estándar. (Si está 

conectando el MPK mini a un concentrador [hub] USB, asegúrese de que sea un 
concentrador alimentado). 

2. Abra su DAW. 

3. Abra Preferences (Preferencias), Options (Opciones), o Device Setup 
(Configuración de dispositivo) de su DAW, seleccione el MPK mini como su 
controlador de hardware y luego cierre esa ventana. Su MPK mini es ahora capaz 
de comunicarse con su software. 

 

Características 
 

1. Puerto USB: Utilice un cable USB estándar para conectar este puerto a un puerto 
USB en su ordenador. 

2. Entrada para pedal de sostenido: Conecte a esta entrada un pedal de sostenido 
(no incluidas) TS de 1/4 pulg. opcional. 

3. Teclado: Este teclado de 25 notas es sensible a la velocidad y, en conjunto con los 
botones de subir / bajar octava, puede controlar una gama de diez octavas. 

4. Pantalla: Esta pantalla muestra los ajustes del MPK mini. La pantalla 
predeterminada muestra el programa y los BPM actualmente seleccionados.  

5. Subir/bajar Octava: Utilice estos botones para desplazar el rango del teclado hacia 
arriba o abajo (hasta cuatro octavas en cualquier dirección). Pulse ambos botones 
de octava simultáneamente para reinicializar el teclado a la octava predeterminada.  

6. Encendido/apagado del arpegiador: Pulse este botón para encender o apagar el 
arpegiador (al pulsarlo durante un arpegio con enganche lo hará detenerse). A fin 
de introducir nuevos ajustes para el arpegiador, mantenga pulsado Arpeggiator 
On/Off mientras gira las perillas o pulsa las teclas correspondientes.  

7. Marcar tempo: Toque este botón al ritmo deseado para determinar el tempo del 
MPK mini (para el arpegiador y la función de repetición de nota). Nota: Este botón 
se desactiva si el valor del parámetro Sync del MPK mini se ajusta a EXT (externo). 

8. Controlador X-Y: Por defecto, al mover este joystick de pulgar de 4 ejes hacia la 
izquierda y la derecha, se aplicará una inflexión al tono, mientras que al moverla 
hacia arriba y hacia abajo, se aplicará un efecto de rueda de modulación. A medida 
que mueve el joystick de pulgar, la pantalla mostrará el valor actualizado (000–127) 
del parámetro que está editando.  

9. Pads: Estos pads se pueden usar para disparar golpes de batería u otras muestras 
existentes en su software. Cada vez que pulsa un pad, la pantalla muestra el nivel 
de velocidad de su pulsación (000–127).  

10. Banco A/B: Pulse el botón Bank A/B para que los pads del MPK mini alternen entre 
el banco de pads A (rojo) y el banco de pads B (verde). 

11. CC: Cuando se activa este botón, los pads del MPK mini enviarán mensajes de CC 
MIDI en lugar de mensajes de activación de nota MIDI.  

12. Cambio de programa: Cuando se activa este botón, los pads del MPK mini 
enviarán mensajes de cambio de programa MIDI en lugar de mensajes de activación 
de nota MIDI.  

13. Nivel máximo: Pulse este botón para activar o desactivar el modo de nivel máximo, 
en el cual los pads siempre tocan a máxima velocidad (127), independientemente 
de lo fuerte o débilmente que usted los golpee.  

14. Repetición de nota: Pulse este botón para activar o desactivar el modo de 
repetición de nota. Cuando la repetición de nota está activada, al pulsar un pad, su 
nota MIDI se ejecutará una segunda vez de acuerdo a los ajustes actuales de tempo 
y división de tiempo. A fin de introducir nuevos ajustes para la función de 
repetición de nota, mantenga pulsado el botón Note Repeat mientras gira las 
perillas o pulsa las teclas correspondientes.  

15. Perillas asignables: Cada perilla de 360° envía un mensaje de CC MIDI. Estas 
perillas también se pueden utilizar para editar los ajustes del arpegiador o de la 
repetición de nota (mientras se mantiene pulsado el botón correspondiente).  

16. Selección de programa: Mantenga pulsado este botón y pulse uno de los pads 
para seleccionar el número de programa correspondiente (1–8). Un programa es un 
grupo de ajustes almacenados en un archivo en su MPK mini. El software MPK mini 
Software Manager se puede descargar y utilizar para crear programas y luego 
enviarlos al MPK mini. 

 
 

 

Guide d’utilisation rapide (Français) 
 
Contenu de la boîte 
 

MPK mini

Câble USB 

Carte de téléchargement de logiciel 

Guide d’utilisation rapide

Consignes de sécurité et informations concernant 
la garantie 

 

Assistance 
 
Pour les toutes dernières informations concernant ce produit, veuillez visiter 
akaipro.com. 

Pour de l’assistance supplémentaire, veuillez visiter akaipro.com/support. 
 

Démarrage 
 

Enregistrement et téléchargement de logiciels 
 
Nous vous recommandons d'enregistrer votre produit afin de pouvoir obtenir gratuitement 
le logiciel inclus, accéder aux tutoriels et bénéficier d'une assistance supplémentaire. Veuillez 
entrer l’adresse électronique qui se trouve sur la carte de téléchargement de logiciel fournie 
puis suivre les instructions à l’écran afin d'enregistrer le produit.  

Si vous souhaitez personnaliser la configuration MIDI du MPK mini, le logiciel d’édition 
MPK mini est disponible dans le cadre du téléchargement du logiciel de gestion MPK mini. 
 
Configuration du MPK mini pour votre logiciel audionumérique 
  
Pour configurer votre logiciel audionumérique (DAW) afin que vous puissiez le 
commander à partir du MPK mini : 

1. Branchez le MPK mini à votre ordinateur en utilisant un câble USB standard. (Si vous 
utilisez un concentrateur USB, assurez-vous qu’il est auto-alimenté.) 

2. Lancez votre logiciel audionumérique. 

3. Ouvrez le menu Préférences, Options ou Configurations de votre logiciel 
audionumérique, sélectionnez MPK mini comme votre contrôleur matériel, puis fermez 
cette fenêtre. Le MPK mini est maintenant en mesure de communiquer avec votre logiciel. 

 

Caractéristiques 
 

1. Port USB : Utilisez un câble USB standard pour relier ce port au port USB de votre 
ordinateur. 

2. Entrée pour pédale de maintien : Cette entrée permet de brancher une pédale de 
maintien (non fournies) TS de 6,35 mm optionnelle. 

3. Clavier : Ce clavier de 25 notes sensibles à la dynamique peut commander une plage de 
dix octaves à l’aide des touches d’octave -/+. 

4. Écran : Cet écran affiche les paramètres du MPK mini. La fenêtre par défaut affiche le 
programme et le BPM sélectionnés.  

5. Octave +/- : Ces touches peuvent être utilisées afin d’augmenter ou de diminuer la plage 
d’octave jusqu’à quatre octaves. Pour remettre le clavier à l’octave du milieu par défaut, 
appuyez sur les deux touches d’octave simultanément.  

6. Arpeggiator On/Off : Cette touche permet d’activer et de désactiver l'arpégiateur 
(l’enfoncer lorsque l'arpège est verrouillé permet d'arrêter l’arpège). Pour entrer de 
nouveaux paramètres pour la fonction de l’arpégiateur, maintenez la touche 
Arpeggiator On/Off enfoncée tout en tournant les boutons correspondants ou en 
appuyant sur les touches correspondantes.   

7. Tap Tempo : Taper cette touche au rythme désiré permet de définir le tempo du MPK 
mini (pour les fonctions de l'arpégiateur et de répétition de notes). Remarque : Cette 
touche est désactivée lorsque le paramètre Sync du MPK mini est réglé sur EXT. 

8. Contrôleur X-Y : Par défaut, le déplacement de ce contrôleur à 4 axes vers la gauche et 
la droite modifie la hauteur tonale du clavier, alors que son déplacement vers le haut et 
vers le bas ajoute un effet de modulation. Au fur et à mesure que le contrôleur est 
déplacé, l’écran affiche la valeur actualisée (000–127) du paramètre sélectionné.  

9. Pads : Ces pads peuvent être utilisés afin de déclencher des sonorités de batterie ou 
d’autres échantillons du logiciel. Chaque fois qu’un pad est frappé, l'écran affiche le 
niveau de dynamique (000–127).  

10. Bank A/B : La touche Bank A/B permet de basculer entre les banques de pads A (rouge) 
et B (verte) du MPK mini. 

11. CC : Lorsque cette touche est activée, les pads du MPK mini envoient des messages CC 
MIDI au lieu de messages d’activation de la note MIDI.  

12. Prog Change : Lorsque cette touche est activée, les pads du MPK mini envoient des 
messages de changement de programme MIDI au lieu de messages d’activation de la 
note MIDI.  

13. Full Level : Lorsque ce mode est activé, les pads jouent toujours à la vélocité maximale 
(127), peu importe la force à laquelle ils sont frappés.  

14. Note Repeat : Cette touche permet d’activer et de désactiver le mode Note Repeat. 
Lorsque ce mode est activé, appuyer sur un pad permet de le redéclencher 
automatiquement selon les réglages du tempo et de la division temporelle. Pour entrer 
de nouveaux paramètres pour la fonction de répétition de notes, maintenez la touche 
Note Repeat enfoncée tout en tournant les boutons correspondants ou en appuyant sur 
les touches correspondantes.   

15. Boutons assignables : Chaque bouton 360 degrés transmet un message CC MIDI. Les 
boutons peuvent également être utilisés pour modifier les paramètres des fonctions de 
l'arpégiateur et de la répétition de notes (en même temps que la touche correspondante 
est maintenue enfoncée).  

16. Prog Select : Maintenir cette touche enfoncée tout en enfonçant un des pads permet de 
sélectionner le numéro de programme correspondant (1–8). Un programme est un 
ensemble de paramètres sauvegardé sous forme de fichier sur le MPK mini. Les 
programmes peuvent être créés puis envoyés vers le MPK mini dans le logiciel de gestion 
du MPK mini disponible en téléchargement. 
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Guida rapida (Italiano) 
 
Contenuti della confezione 
 

MPK mini 

Cavo USB 

Scheda di download del software 

Guida rapida 

Istruzioni di sicurezza e garanzia 

 

Assistenza 
 
Per le ultime informazioni in merito a questo prodotto, recarsi alla pagina akaipro.com. 

Per ulteriore assistenza sul prodotto, recarsi alla pagina akaipro.com/support. 
 

Configurazione 
 
Registrazione e download del software 
 
Raccomandiamo di procedere alla registrazione del prodotto in modo da poter ottenere 
il software gratuito incluso, accedere ai tutorial e ricevere ulteriore assistenza. Seguire il link 
nella scheda di download del software in dotazione e segui le Istruzioni (instructions) per 
registrarsi.  

Se si desidera personalizzare la configurazione MIDI dell’MPK mini, l’MPK mini Editor è 
disponibilecome parte del download di MPK mini Software Manager. 
 

Configurazione dell’MPK mini con il DAW 
  
Per selezionare l'MPK mini come controller per la propria workstation audio digitale 
(DAW): 

1. Collegare l'MPK mini al computer servendosi di un cavo USB standard (se si collega 
l'MPK mini a un hub USB, assicurarsi che sia alimentato). 

2. Aprire il DAW. 

3. Aprire il menù Preferences, Options o Device Setup (preferiti, opzioni o configurazione 
dispositivo) del DAW, selezionare MPK mini come controller hardware e chiudere quella 
finestra. L'MPK mini è ora in grado di comunicare con il software. 

 

Caratteristiche 
 

1. Porta USB: servirsi di un cavo USB standard per collegare questa porta a una porta USB 
del computer. 

2. Ingresso pedale sustain: collegare un pedale sustain (non in dotazione) TS da 1/4" 
opzionale a questo ingresso. 

3. Tastiera: questa tastiera a 25 tasti è sensibile alla velocità e, unitamente ai tasti Octave 
Up/Down, è in grado di controllare una gamma di dieci ottave. 

4. Display: Questo schermo mostra le impostazioni dell’MPK mini. La schermata predefinita 
mostra il programma e il BPM selezionati attualmente.  

5. Octave Down / Up (ottava su / giù): premere questo tasto per spostare la gamma delle 
ottave della tastiera verso l'alto o verso il basso (fino a un massimo di quattro ottave in 
ciascuna direzione). Premere entrambi i tasti Ottave simultaneamente per riportare la 
tastiera all’ottava centrale predefinita.  

6. Arpeggiatore On/Off: premere questo tasto per accendere e spegnere l’arpeggiatore 
(premendolo durante un arpeggio bloccato interromperà l’arpeggio). Per inserire nuove 
impostazioni per l’arpeggiatore, tenere premuto Arpeggiatore On/Off girando le 
manopole corrispondenti o premendo i tasti corrispondenti.   

7. Tap Tempo: toccare questo tasto alla frequenza desiderata per determinare il tempo 
dell’MPK mini (per le funzioni di arpeggiatore e note repeat). Nota bene: questo tasto è 
disattivato se l’impostazione Sync dell’MPK mini è su EXT (esterna). 

8. Controller X-Y: in via predefinita, spostando questo joystick a 4 vie a sinistra e a destra 
si avrà il bend del pitch della tastiera, mentre spostandolo su e giù si applicherà un 
moderato effetto rotella. Man mano che si muove il joystick, a Display comparirà il valore 
aggiornato (000–127) del parametro che si sta modificando.  

9. Pad: si possono utilizzare questi pad per attivare colpi di batteria o altri campioni del 
software. Ogni volta che si preme un pad, a Display comparirà il livello di velocità della 
pressione (000–127).  

10. Bank A/B (banco A/B): Premere il tasto Banco A/B per far commutare i pad dell’MPK 
mini tra il Banco pad A (rosso) e il Banco pad B (verde). 

11. CC: quando questo tasto è attivo, i pad dell’MPK mini inviano messaggi MIDI CC anziché 
messaggi MIDI Note On.  

12. Prog Change: quando questo tasto è attivo, i pad dell'MPK mini inviano messaggi 
Program Change MIDI anziché messaggi MIDI Note On.  

13. Full Level: premere questo tasto per attivare o disattivare la modalità Full Level, in cui i 
pad suonano sempre alla massima velocità (127), indipendentemente dalla forza con cui 
vengono battuti.  

14. Note Repeat: premere questo tasto per attivare o disattivare la modalità Note Repeat. 
Quando la funzione Note Repeat è attiva, quando si batte un pad, questo verrà riattivato 
automaticamente in base alle impostazioni attuali di Tempo e Time Division. Per inserire 
nuove impostazioni per la funzione Note repeat, tenere premuto il tasto Note Repeat 
girando le manopole corrispondenti o premendo i tasti corrispondenti.   

15. Manopole assegnabili: ciascuna manopola 360º invia un messaggio MIDI CC. Le 
manopole a 360° possono anche essere utilizzate per modificare le impostazioni 
dell’arpeggiatore o Note repeat (mentre il tasto corrispondente è premuto e mantenuto 
premuto).  

16. Prog Select (seleziona programma): Tenere premuto questo tasto e premere uno dei 
pad per selezionare il numero di programma corrispondente (1–8). Un programma è un 
gruppo si impostazioni memorizzate come file sull’MPK mini. I programmi possono essere 
creati e inviati all’MPK mini con l’MPK mini Software Manager scaricabile. 

 
 

 
 
 
 

Schnellstart-Anleitung (Deutsch) 
 
Lieferumfang 
 
MPK mini 

USB Cable 

Software-Download-Karte 

Schnellstart-Anleitung

Sicherheitshinweise und Garantieinformationen
 

 
Kundendienst 
 
Für die neuesten Informationen zu diesem Produkt, besuchen Sie akaipro.com. 
Für zusätzlichen Produkt-Support besuchen Sie akaipro.com/support. 
 
Setup 
 

Registrierung und Software-Download 
 
Wir empfehlen, Ihr Produkt zu registrieren, damit Sie Ihre kostenlose mitgelieferte Software 
erhalten, auf Tutorials zugreifen und zusätzlichen Support erhalten können. Bitte folgen Sie 
dem Link auf der mitgelieferten Software-Download-Karte und folgen Sie dann den 
Anweisungen, um sich zu registrieren.  
Wenn Sie die MIDI-Konfiguration Ihres MPK mini anpassen möchten, der MPK mini Editor 
ist als des MPK mini Software Manager-herunterladen verfügbar. 
 
Einrichten des MPK mini mit Ihrer DAW 
  
So wählen Sie MPK mini als Controller für Ihre Digitale Audio-Workstation (DAW) aus: 
1. Verbinden Sie die MPK mini mit einem handelsüblichen USB-Kabel mit Ihren Computer. 

(Wenn Sie Ihre MPK mini mit einem USB-Hub verbinden, sorgen Sie dafür, dass der Hub 
mit Strom versorgt wird.) 

2. Öffnen Sie Ihre DAW. 
3. Öffnen Sie Einstellungen, Optionen oder Geräte-Setup in Ihrer DAW, wählen Sie MPK 

mini als Hardware-Controller aus und schließen das Fenster. Ihr MPK mini ist jetzt in der 
Lage, mit der Software zu kommunizieren. 

 

Funktionen 
 

1. USB-Anschluss: Verwenden Sie ein Standard-USB-Kabel, um diesen USB-Port mit 
Ihrem Computer zu verbinden. 

2. Sustain Pedal-Eingang: Schließen Sie ein optionales 1/4" TS Sustain-Pedal (nicht im 
Lieferumfang enthalten) an diesen Eingang an. 

3. Keyboard: Das 25-Tasten-Keyboard ist anschlagdynamisch und kann mit den 
Oktaventasten Auf/Ab zehn Oktaven ansteuern. 

4. Display: Dieser Bildschirm zeigt die Einstellungen des MPK mini an. Der 
Standardbildschirm zeigt das aktuell ausgewählte Programm und BPM.  

5. Oktaventasten Auf / Ab: Mit diesen Tasten können Sie den Tastaturbereich nach oben 
oder unten verschieben (bis zu vier Oktaven in beide Richtungen). Um in den mittleren 
Oktavenbereich des Keyboards zurückzukehren, drücken Sie beide Oktaventasten 
gleichzeitig.  

6. Arpeggiator Ein/Aus: Drücken Sie diese Taste, um den Arpeggiator ein- oder 
auszuschalten (Drücken während eines gesperrten Arpeggio stoppt das Arpeggio). Um 
neue Einstellungen für den Arpeggiator vorzunehmen, halten Sie Arpeggiator 
Ein/Aus gedrückt, während Sie die entsprechenden Regler drehen oder die 
entsprechenden Tasten drücken.   

7. Tap Tempo: Tippen Sie mit der gewünschten Geschwindigkeit auf diese Schaltfläche, 
um das Tempo des MPK mini zu bestimmen (für die Arpeggiator- und 
Notenwiederholungsfunktion). Hinweis: Diese Taste ist deaktiviert, wenn die 
Synchronisierungseinstellung des MPK mini auf EXT (extern) eingestellt ist. 

8. X-Y-Controller: Wenn Sie diesen 4-Wege-Ministick nach links und rechts bewegen, wird 
standardmäßig die Tonhöhe des Keyboards verändert, während eine Auf-
/Abwärtsbewegung einen Mod-Rad-Effekt anwendet. Während Sie den Ministick 
bewegen, zeigt das Display den aktualisierten Wert (000–127) des Parameters an, den 
Sie gerade bearbeiten.  

9. Pads: Die Pads werden zum Triggern von Drumsounds oder anderen Samples in Ihrer 
Software verwendet. Jedes Mal, wenn Sie auf ein Pad drücken, zeigt das Display die 
Anschlagstärke Ihres Drucks (000–127).  

10. Bank A/B: Dies entspricht 16 Pads. Drücken Sie die Bank A/B-Taste, um die Pads des 
MPK mini zwischen Pad Bank A (rot) und Pad Bank B (grün). 

11. CC: Wenn diese Taste aktiv ist, senden die MPK mini Pads MIDI CC-Nachrichten anstelle 
von MIDI Note-On-Nachrichten.   

12. Programmwechsel: Wenn diese Taste aktiv ist, senden die Pads des MPK mini MIDI-
Programmwechsel statt MIDI Note-On-Nachrichten.   

13. Volle Lautstärke: Drücken Sie diese Taste, um den Modus Volle Lautstärke zu 
aktivieren/deaktivieren, in dem die Pads immer mit der maximalen Anschlagstärke (127) 
abgespielt werden, egal wie stark oder schwach die Pads betätigt werden.  

14. Note Wiederholen: Drücken Sie diese Taste, um den Modus Note Wiederholen zu 
aktivieren oder zu deaktivieren. Wenn Note Wiederholen aktiviert ist, wird beim Drücken 
eines Pads automatisch erneut getriggert. Dies geschieht auf Basis der aktuellen 
Geschwindigkeit und der Zeiteinteilungseinstellungen. Um neue Einstellungen für die 
Notenwiederholungsfunktion einzugeben, halten Sie die Notenwiederholungstaste 
gedrückt, während Sie die entsprechenden Regler drehen oder die entsprechenden 
Tasten drücken.   

15. Zuweisbare Regler: Jeder 360º-Regler sendet eine MIDI CC-Nachricht. Wenn Sie 
bearbeiten möchten, welche CC-Nachricht jeder Regler sendet, oder jedem Regler einen 
benutzerdefinierten Namen zuweisen möchten, können Sie den herunterladbaren MPK 
mini-Editor verwenden. Die Regler können auch zum Bearbeiten von Arpeggiator- oder 
Notenwiederholungseinstellungen verwendet werden (während die entsprechende Taste 
gedrückt gehalten wird).  

16. Programmauswahl: Halten Sie diese Taste gedrückt und drücken Sie eines der Pads, 
um die entsprechende Programmnummer (1–8) auszuwählen. Ein Programm ist eine 
Gruppe von Einstellungen, die als Datei auf Ihrem MPK mini gespeichert sind. Mit dem 
herunterladbaren MPK mini Software Manager können Programme erstellt und dann an 
MPK mini gesendet werden. 

 

 
 
 
 
 

快速入门指南（中文版） 
 
包装内容 
 
MPK mini

USB 线 

软件下载卡 

 

快速入门指南 

安全与保修手册 
 

 

支持 
 

有关此产品的最新信息，请访问 akaipro.com。 

有关其他产品支持，请访问 akaipro.com/support。 
 
 

设置 
 

注册和软件下载  
 

我们建议您注册产品，这样就可以获得免费的随附软件，查阅教程并获得其他支持。请查阅随

附的软件下载卡上的链接，然后按照提示注册。  

如果您想定制 MPK mini 的 MIDI 配置，可以下载 MPK mini 编辑器。   
 
 

用您的数字音频工作站（DAW）设置 MPK mini 
  

通过以下步骤选择 MPK mini 作为您的数字音频工作站（DAW）控制器： 

1. 使用标准的 USB 线将 MPK mini 连接到电脑上。如果您要将 MPK mini 连接到 USB 集线

器，请确保其为带电源的集线器。 

2. 打开您的 DAW。 

3. 打开 DAW 首选项、选项或设备设置，选择 MPK mini 作为您的硬件控制器，然后关闭窗

口。现在您的 MPK mini 就可以与软件进行通信了。 

 

功能 
 

1. USB 接口：使用标准的 USB 线连接设备的 USB 端口与电脑上的 USB 端口。 

2. 延音踏板输入：您可以选择将 1/4 英寸 TS 延音踏板连接到此输入端。 

3. 键盘：这款 25 键键盘对速度很敏感，配合八度下调/上调按钮，可以控制 10 个八度的范

围。 

4. 显示屏：显示屏可以显示 MPK mini 的设置。默认屏幕显示当前选择的程序和 BPM。  

5. 八度下调/上调：使用这些按钮可向上或向下切换键盘的音域（上下最多各四个八度）。同

时按下两个八度切换按钮可将键盘重置为默认的中八度。  

6. 琶音器开/关：按下此按钮可开启或关闭琶音器（在锁定琶音时按下此按钮将停止琶音）。

如需输入新的琶音器设置，请按住琶音器开/关按钮，同时转动相应的旋钮或按下相应的键。 

7. 节拍速度：按照您所需的速度点击此按钮以设定 MPK mini 的节拍速度（用于琶音器和音

符重复功能）。备注：如果 MPK mini 的同步设置被设为 EXT（外部），则此按钮功能将

被禁用。 

8. XY 轴控制器：在默认情况下，左右移动此摇杆可以控制键盘的音高滑动，而上下移动则

会应用调制效果。当您移动摇杆时，显示屏将更新您正在编辑的参数值（000-127）。  

9. 打击垫：打击垫可以用来触发您的软件中的鼓点或其他采样。每当您按下打击垫时，显示

屏将显示您按下的速度级别（000-127）。  

10. Bank A/B：按下 Bank A/B 按钮可在 MPK mini 的打击垫 Bank A（红色）与打击垫 Bank 

B（绿色）之间切换。 

11. CC 控制：如果按下此按钮，MPK mini 的打击垫将发送 MIDI CC 消息，而不是 MIDI Note 

On 消息。 

12. 程序切换：如果按下此按钮，MPK mini 的打击垫将发送 MIDI Program Change 消息，而

不是 MIDI Note On 消息。  

13. 全音量：按此按钮可启动或停用全音量模式，在该模式下无论您用多大力度打击，打击垫

总是以最大力度（127）播放。  

14. 音符重复：按此按钮可启动或停用音符重复模式。在音符重复模式下按下打击垫，即可使

它在当前速度和时分设置下自动触发。如需重新设置音符重复功能，请按住音符重复按钮，

同时转动相应的旋钮或按下相应的键。 

15. 可分配旋钮：每一个 360º 旋钮都可以发送 MIDI CC 消息。您也可以用这些旋钮编辑琶音

器或音符重复设置（同时按住相应的按钮）。 

16. 程序选择：按住此按钮同时按下其中一个打击垫，即可选择相应的程序编号（1-8）。程

序是以文件形式存储在 MPK mini 上的一组设置。您可以创建程序，然后使用下载的 MPK 

mini 编辑器发送至 MPK mini。  

 

 
 
 
 
 

クイックスタートガイド (日本語)      
 

同梱品  
 

MPK mini 本体 

USB ケーブル 

ソフトウェアダウンロードカード 

クイックスタートガイド/保証書(本書) 

 

サポート 
 

また、MPK mini の最新情報につきましては、製品ページをご覧ください。 

http://akai-pro.jp/ 

製品のサポートにつきましては、以下のページをご覧ください。 

http://akai-pro.jp/support/ 
 

はじめに 
 

製品のご登録とソフトウェアダウンロード  

 

お買い上げの製品をご登録頂けば、ソフトウェアのダウンロードやチュートリアル動画など

のコンテンツにアクセスできます。詳しくは、ソフトウェアダウンロードカードに記載され

ているリンク先のサイトをご覧ください。 

MPK mini の MIDI 設定をカスタマイズするには、MPK mini Editor をダウンロードしてくださ

い。 

 

MPK mini をお使いの DAW で設定するには 

 

MPK mini をお使いの DAW でコントローラとして選択するには： 

1. MPK mini を USB ケーブルを使用し接続します（MPK mini を USB ハブに接続する場合

は、セルフパワード・ハブである事を確認してください）。 

2. DAW のソフトウェアを開きます。 

3. DAW の Preferences や Options、Device Setup などのメニューを開き、MPK mini をコン

トローラとして選択し、ウィンドウを閉じます。 

 

機能 
 
1. USB ポート：標準的な USB ケーブルを使用して、コンピュータと接続します。 

2. サスティンペダル入力：1/4 インチ TS 端子 (6.35mm)端子サスティンペダルを接続しま

す（別売）。 

3. キーボード：ベロシティ対応の 25 鍵キーボードです。OCTAVE DOWN/UP ボタンで上下 10 

オクターブにアクセスできます。 

4. ディスプレイ： MPK mini の設定を表示します。デフォルト設定では、選択中のプログ

ラムの BPM を表示します。  

5. OCTAVE DOWN/UP：これらのボタンを使って、キーボードのレンジを上下にシフトします。

上下それぞれ 4 オクターブまで移動が可能です。Up と Down のボタンを同時に押すと、

中心のオクターブにリセットされます。 

6. ARPEGGIATOR On/Off：このボタンを押すとアルペジエータのオン/ オフが切り替わりま

す。アルペジオが Latch の状態で押すとアルペジオが止まります。 

アルペジエータの設定を変更するには、ARPEGGIATOR ON/OFF ボタンを押しながら該当す

るノブかキーボードを押すと、アルペジエータの設定を変更できます。 

7. TAP TEMPO：このボタンをタップすることで、アルペジエータやノート・リピートのテ

ンポを指定できます。 

注：このボタンは MPK mini の Sync が EXT (外部クロック)に同期する設定になっている

場合は無効となります。 

8. X-Y コントローラ：デフォルト設定では、4方向サムスティックを左右に動かした際に

はピッチベンド/上下に動かした際にはモジュレーションをコントロールできます。サ

ムスティックで操作中のパラメーターの値は（000–127)の数字でディスプレイに表示さ

れます。  

9. パッド：このパッドを使い、ソフトウエア内のドラム音やその他のサンプルをトリガす

ることができます。パッドを操作中、ベロシティのパラメーターの値は（000–127)の数

字でディスプレイに表示されます  

10. BANK A/B：このボタンを押すとパッドのバンク A/B がパッドバンク A （赤）からパッ

ドバンク B（緑）へと切り替わります。 

11. CC：このボタンがアクティブになっていると、MPK mini のパッドは MIDI ノートオンメ

ッセージの代わりに MIDI CC メッセージを送信します。 

12. PROG CHANGE：このボタンがアクティブになっていると、MPK mini のパッドは MIDI ノ

ートオンメッセージの代わりに MIDI プログラム・チェンジメッセージを送信します。 

13. FULL LEVEL：このボタンを押すことで、Full Level モードがオンになり、パッドを叩

く強さにかかわらず、MIDI 情報はフルレベル（ベロシティ 127）で出力されます。 

14. NOTE REPEAT：このボタンを押しながらパッドを押すと、現在のテンポおよび Time 

Division の設定に基づくタイミングで、サンプルが繰り返しトリガされます。NOTE 

REPEAT の設定を変更するには、NOTE REPEAT ON/OFF ボタンを押しながら該当するノブ

かキーボードを押すと、NOTE REPEAT の設定を変更できます 

15. アサイナブル・ノブ：これらの 360º 度回転ノブで、CC メッセージを送信します。ま

た、ARPEGGIATOR/NOTE REPEAT を設定するには、該当のボタンを長押しながらこのノブ

を回します。 

16. PROG SELECT：このボタンを押したままパッドを一つ押し、プログラムを(1–8)から選択

します。プログラムとは、MPK mini での設定をセーブしたファイルのグループのことで

す。プログラムは（コンピュータにダウンロードした）MPK mini Software Manager で

作成し、MPK mini に送ることができます。 

 

 

http://akaipro.com/support
http://akaipro.com/support
http://akaipro.com/support
http://akaipro.com
http://akaipro.com
http://akaipro.com
http://akai-pro.jp/
http://akai-pro.jp/support
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OVERVIEW

Introduction
Thank you for purchasing this Third Generation Scarlett Solo, one of the family of Focusrite 
professional computer audio interfaces incorporating high quality Focusrite analogue preamps. You 
now have a simple and compact solution for routing high quality audio to and from your computer 
and you will also be able to download some exciting new software plug-ins once you’ve registered 
the product.

In developing the Third Generation series of Scarlett interfaces, we have made further improvements 
to both performance and features to allow you to get the best out of your recordings. Audio 
specifications have been upgraded throughout the unit to give you greater dynamic range and even 
lower noise and distortion; additionally, the mic preamp now accepts higher input levels. An important 
enhancement is the inclusion of Focusrite’s AIR function. Individually selectable on each channel, AIR 
subtly modifies the preamp’s frequency response to model the sonic characteristics of our classic 
transformer-based ISA microphone preamps. When recording with good quality microphones, you 
will notice an enhanced clarity and definition in the important mid to high frequency range, just 
where it is most needed for vocals and many acoustic instruments.

You can also plug a guitar or bass straight into the dedicated instrument input: its high headroom 
will let you record without distortion or clipping. Both of Solo’s inputs have Gain Halo meters, which 
makes it easy to set input levels. Solo now has balanced outputs, which means when you connect 
them to monitors or an amplifier with balanced inputs, your audio will be protected from any hum 
or interference. 

Third Generation Scarlett interfaces are class compliant on macOS: this means they are plug-and-
play, so no need to install a driver if you are a Mac user. 

This User Guide provides a detailed explanation of the hardware to help you achieve a thorough 
understanding of the product’s operational features. We recommend that both users who are new 
to computer-based recording, as well as more experienced users, take the time to read through the 
User Guide so that you are fully aware of all the possibilities that the Scarlett Solo and accompanying 
software have to offer. If the main User Guide sections do not provide the information you need, 
be sure to consult https://support.focusrite.com/, which contains a comprehensive collection of 
common technical support queries.

Features
The Scarlett Solo hardware interface provides the means for connecting a microphone and an 
instrument or line level audio signal to a computer running Mac OS or Windows. The signals at the 
physical inputs can be routed to your audio recording software / digital audio workstation (referred 
to throughout this user guide as the “DAW”) at up to 24-bit, 192 kHz resolution; similarly, the DAW’s 
monitor or recorded output will appear at the unit’s physical outputs.

This lets you record “real-world” instruments into Ableton Live Lite, ProTools | First (or whichever 
other DAW you may use) along with – or instead of – any “native” sounds already available within 
your computer. The physical outputs can be connected to an amplifier and speakers, powered 
monitors, headphones or any other audio equipment with analogue inputs that you wish to use. Solo’s  
Direct Monitoring feature lets you hear what you are playing in “real-time”, without the effects of 
computer latency.
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Box Contents
Along with your Scarlett Solo you should have:

• USB cable, Type ‘A’ to Type ‘C’
• Getting Started Information (printed on inside of box lid)
• Important Safety Information

System Requirements

The easiest way to check that your computer’s operating system (OS) is compatible with the Scarlett 
Solo is to use our online OS Checker at https://customer.focusrite.com/downloads/os. As new OS 
versions become available over time, you can continue to check for further compatibility information 
by searching our Help Centre at https://support.focusrite.com/hc/en-gb.
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GETTING STARTED

With the Third Generation, Scarlett interfaces introduce a new, faster way of getting up and running, 
using the Scarlett Quick Start tool. All you need to do is connect your Scarlett Solo to your computer. 
Once connected, you will see that the device is recognised by your PC or Mac and the Quick Start tool 
will guide you through the process from there.

IMPORTANT: The Scarlett Solo has a single USB 2.0 Type C port (on the rear panel): connect 
it to your computer using the USB cable provided. Note that Scarlett Solo is a USB 2.0 
device, and thus the USB connection requires a USB 2.0+ compliant port on your computer.

Scarlett Solo gets its power from your computer via the USB connection: there is no need 
for a separate power supply. However, we do recommend that when using it with a laptop, 
the laptop should be powered using its AC adaptor, as otherwise the battery will run down 
faster than when powering the laptop alone.

Your computer will initially treat your Scarlett as a Mass Storage Device (MSD), and during its fi rst 
connection, the Scarlett will be in “MSD Mode”.

Quick Start Tool

We have tried to make registering your Scarlett Solo as simple as possible. The procedure is designed 
to be self explanatory, but we have described each step below, so you can see how they should 
appear on either a PC or a Mac.

Mac users only:
On connecting your Scarlett Solo to your Mac, a Scarlett icon will appear on the desktop:
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Double-click on the icon to open the Finder window shown below:

Double-click on the “Click Here to Get Started.url” icon. This will redirect you to the Focusrite 
website, where we recommend that you register your device:

Click on “Let’s get you started”, and you’ll be presented with a form which will be partly prefi lled 
for you automatically. On submitting the form, options will be presented to either go straight to the 
downloads to get the software for your Scarlett, or to follow a step by step setup guide based on 
your choices. Once you have installed the Focusrite Control software to set up and confi gure your 
interface, the Scarlett will be switched out of MSD mode so that it no longer appears as a Mass 
Storage Device when connected to your computer.

Your OS should automatically switch the computer’s default audio inputs and outputs to the Scarlett 
Solo. To verify this, go to System Preferences > Sound, and ensure that the input and output 
are set to Scarlett Solo. For more detailed setup options on a Mac, open Applications > 
Utilities > Audio MIDI Setup..



7

Windows users only:
On connecting your Scarlett Solo to your PC, a Scarlett icon will appear on the desktop:

(Note that the drive letter may be something other than D:, depending on what other devices you 
have connected to your PC.)

Double-click on the pop-up message to open the dialogue box shown below:

Double-click on “Open folder to view fi les”: this will open an Explorer window:

Double-click “Click Here to Get Started”. This will redirect you to the Focusrite website, where we 
recommend that you register your device:
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TClick on “Let’s get you started”, and you’ll be presented with a form which will be partly prefilled 
for you automatically. On submitting the form, options will be presented to either go straight to the 
downloads to get the software for your Scarlett, or to follow a step-by-step setup guide based on 
your choices. Once you have installed the Focusrite Control software to set up and configure your 
interface, the Scarlett will be switched out of MSD mode so that it no longer appears as a Mass 
Storage Device when connected to your computer.

Your OS should automatically switch the computer’s default audio inputs and outputs to be the Scarlett 
Solo. To verify this, right click on the Sound icon on the taskbar and select Sound Settings, and 
set the Scarlett as the Input and Output Device.
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All users:
Note that a second file - “More Info & FAQs” - is also available during the initial set-up process. This 
file contains some additional information about the Focusrite Quick Start tool which you may find 
helpful if you have any issues with the procedure.

Once registered, you will have immediate access to the following resources:

    • Focusrite Control (Mac and Windows versions available) - see NOTE below
    • Multi-language User Guides

Licence codes and links will be provided for the following bundled software within your account page. 

    • Pro Tools | First
    • Ableton Live Lite
    • Focusrite Red 2 & 3 Plug-in Suite
    • Softube Time and Tone bundle
    • XLN Addictive Keys
    • Plug-in Collective Offers

NOTE: Installing Focusrite Control will also automatically install the correct driver for your device. 
Focusrite Control is available to download at any time, even without registering: see “Manual 
Registration” below.

Manual Registration
If you decide to register your Scarlet Solo at a later date you can do so at 
https://customer.focusrite.com/user/register. You will need to enter the Serial Number manually: 
this number can be found on the base of the interface itself, and can also on the barcode label on the 
side of the box.

We recommend that you download and install our Focusrite Control application, as this will disable 
MSD mode and unlock the full potential of the interface. Initially, when in MSD mode, the interface 
will function at sample rates up to 48 kHz. Once Focusrite Control is installed on your computer, you 
can work at sample rates up to 192 kHz. If you decide not to download and install Focusrite Control 
immediately, it can be downloaded at any time from 
https://customer.focusrite.com/support/downloads.

In order to force your Scarlett Solo out of MSD mode without first registering it, connect it to your 
host computer and press and hold the 48V button for five seconds. This will ensure that your Scarlett 
Solo has full functionality. Please bear in mind that should you wish to register your Scarlett Solo 
after taking this action, you will need to so manually, as explained above.
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Audio Setup in your DAW
The Scarlett Solo is compatible with any Windows-based DAW that supports ASIO or WDM or 
any Mac-based DAW that uses Core Audio. After following the Getting Started procedure 
described above, you can start using your Scarlett Solo with the DAW of your choice. To allow you 
to get started if you do not already have a DAW application installed on your computer, both 
ProTools | First and Ableton Live Lite are included; these will be available to you once you’ve registered 
your Scarlett Solo. If you need help installing either DAW, please visit our Getting Started pages at 
https://focusrite.com/get-started, where Getting Started videos are available.

Operating instructions for ProTools | First and Ableton Live Lite are beyond the scope of this 
User Guide, but both applications include a full set of Help fi les. Instructions are also available at 
www.avid.com and www.ableton.com respectively.

Please note - your DAW may not automatically select the Scarlett Solo as its default I/O device. In this 
case, you must manually select Focusrite USB ASIO as the driver on your DAW’s Audio Setup* 
page. Please refer to your DAW’s documentation (or Help fi les) if you are unsure where to select the 
ASIO or Core Audio driver. The example below shows the correct confi guration in the Ableton Live 
Lite Preferences panel (Windows version shown).

*Typical name. Terminology may differ slightly between DAWs.
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Once the Scarlett Solo is set as the preferred Audio Device* in your DAW, its inputs and outputs 
will appear in your DAW’s Audio I/O preferences. Depending on your DAW, you may need to enable 
certain inputs or outputs before use. The two examples below show two Inputs and two outputs 
enabled in the Ableton Lite Audio Preferences.

*Typical name. Terminology may differ slightly between DAWs.
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Examples of use
Scarlett Solo is an ideal audio interface for many DAW applications running on a laptop or other 
computer, PC or Mac. A typical set of connections is illustrated below.

Connecting a microphone/instrument

RIGHT LEFT 

This setup illustrates a typical configuration for recording using DAW software on your Mac or PC. 
In this case, you would record vocals through Input 1 and guitar through Input 2 into your recording 
application, while monitoring the playback via headphones.

Scarlett Solo’s inputs are on the front panel: Input 1 uses a standard 3-pin XLR socket, and is 
configured to work with microphones of most types; you will probably have a male XLR connector on 
the end of your mic cable.

If you are using a “studio” condenser (capacitor) microphone designed to operate on 48 volt phantom 
power, press the 48V button. Some lower spec. condenser microphones are able to operate from a 
lower phantom power voltage – typically 15 V. You should check the mic spec to see if it is safe to operate 
it from 48 V; if not, obtain a suitable external phantom power supply. Most modern microphones of 
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other types, e.g., dynamic or ribbon, will not be damaged by the inadvertent application of phantom 
power, but note that some older mics may be; if you have any doubt, please check the specification 
of your mic to ensure that it is safe to use.
 
Input 2 uses a ¼” (6.35 mm) jack socket which is 2-pole when in instrument mode and 3-pole when 
used as a mono line input. It can accept signals from an electric or electroacoustic guitar or bass, 
a keyboard, and most other types of audio equipment. Set the INST switch ON (‘INST’ illuminates 
red) if you are connecting a musical instrument, e.g., a guitar in the example, using an ordinary 
2-pole (TS) guitar jack. Set the INST switch to OFF if you are connecting a line level source such as a 
keyboard, synthesiser or the balanced output of an external audio mixer via a 3-pole (TRS) jack. Note 
the jack socket accepts both TRS and TS types of jack plug.

Using Direct Monitoring
You will frequently hear the term “latency” used in connection with digital audio systems. In the case 
of the simple DAW recording application described above, latency will be the time it takes for your 
input signals to pass through your computer and audio software. Latency can be a problem for a 
performer who wishes to record while monitoring their input signals. 

The Scarlett Solo is fitted with a “Direct Monitoring” option, which overcomes this problem. Setting 
the front panel DIRECT MONITOR switch to ON will route your input signals directly to the Scarlett 
Solo’s headphone and main monitor outputs. This enables you to hear yourself with zero latency – 
i.e., in “real time” – along with the computer playback. Your inputs will be summed to mono, so both 
mic and instrument will appear in the centre of the stereo image. Note that the input signals to your 
computer are not affected in any way by the use of Direct Monitor.

When Direct Monitoring is set to ON, ensure that your recording software is not set to route its input 
(what you are currently recording) to its output. If it is, you will hear yourself “twice”, with one signal 
audibly delayed as an echo.

Monitoring with DIRECT MONITOR set to OFF can be useful when using an FX plug-in to your DAW to 
create a stereo effect which contributes to the live performance. In this way, you will be able to hear 
exactly what is being recorded, complete with the FX. However, some latency may result, the amount 
depending on the DAW’s buffer size and processing power of the computer.

Headphone monitoring
Connect a pair of stereo headphones to the front panel headphone socket to hear both what you are 
recording - your current input signal(s), plus any tracks you’ve already recorded in your computer. 
Note: Set the front panel DIRECT MONITOR switch to ON when recording. The pre-recorded tracks 
will be heard in stereo, and the current input signals in mono – central in the stereo image. If you are 
using both the mic and instrument inputs, the two inputs will be summed in mono.
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Connecting Scarlett Solo to loudspeakers
The ¼” jack outputs on the rear panel can be used to connect monitoring speakers. Self-powered 
monitors incorporate internal amplifiers with a volume control, and may be connected directly. 
Passive loudspeakers will require a separate stereo amplifier; in this case, the rear panel outputs 
should be connected to the amplifier’s inputs.

RIGHT LEFT 

RIGHT LEFT 

The line outputs are 3-pole (TRS) ¼” (6.35 mm) jack sockets, and are electronically balanced. Typical 
consumer (Hi-Fi) amplifiers and small powered monitors will have unbalanced inputs, either on 
phono (RCA) sockets, or via a 3.5 mm 3-pole jack plug intended for direct connection to a computer. 
In either case, use a suitable connecting cable with jack plugs at one end.

Connecting active speakers

Connecting passive speakers



15

Professional power amplifiers will generally have balanced inputs; we highly recommend using 
balanced cables to connect these to the outputs of the Scarlett Solo.

NOTE: You run the risk of creating an audio feedback loop if loudspeakers are active at the same time 
as a microphone! We recommend that you always turn off (or turn down) monitoring loudspeakers 
while recording, and use headphones when overdubbing.
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HARDWARE FEATURES

Front Panel

3 4 67 11

1 2 5 8 9 10

The front panel includes the input connectors for mic and line/instrument signals, and the input gain 
and monitoring controls.

1.	 Input 1 – electronically balanced input via 3-pin XLR socket for microphones.

2.	 GAIN 1 – adjust the gain for the microphone signal at Input 1. The gain controls have concentric 
tri-colour LED ‘rings’ to confirm signal level: green indicates an input level of at least -24 
dBFS (i.e., ‘signal present’), the ring then turns amber at -6 dBFS to indicate that the signal is 
close to clipping, and finally to red at 0 dBFS (digital clipping).

3.	 48V – phantom power switch for mic input - enables 48 V phantom power at the XLR socket.

4.	 Input 2 – ¼” TRS jack socket for connecting instruments (unbalanced) or line level (balanced) 
sources.

5.	 GAIN 2 – adjusts the gain for the line/instrument signal at Input 2. The gain control has a tri-
colour LED ring as [2].

6.	 INST/LINE – Instrument/Line level switch for Input 2 – switches gain to suit instrument or 
line level signals. ‘INST’ illuminates red when Instrument mode is selected. Note that INST 
mode may also be selected from Focusrite Control.

7.	 AIR – switch enabling AIR mode for the mic input. AIR modifies the frequency response of 
the input stage to model the classic, transformer-based Focusrite ISA microphone preamps. 
‘AIR’ illuminates yellow when the mode is selected. Note that AIR may also be selected from 
Focusrite Control.

8.	 MONITOR – main monitor output level control - sets the output level at the rear panel outputs 
and the front panel headphone output.

9.	 USB LED – illuminates when the unit receives USB bus power and is confirmed by the 
computer as connected and operating correctly.

10.	 DIRECT MONITOR – selects monitoring of input signals (mixed with the DAW output) to be 
directly from inputs (ON) or via the DAW (OFF).

11.	  – ¼” TRS output jack. If your headphones have a ¼” TRS jack plug, connect them directly; 
if they have a 3.5 mm TRS “mini jack”, use a TRS ¼”-to-3.5 mm jack adaptor. Note that it is 
likely that headphones fitted with 4-pole TRRS plugs will not operate correctly.
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Back Panel

RIGHT LEFT 

13 14

12

12.	 K (Kensington security lock) – secure your Scarlett Solo to a suitable structure if desired. 

13.	  USB 2.0 port – Type C connector; connect to your laptop or computer with the USB cable 
supplied.

14.	 LINE OUTPUTS: LEFT and RIGHT – 2 x ¼” (6.35 mm) TRS jack sockets; +10 dBu output level 
(variable), electronically balanced. Either ¼” TRS (balanced connection) or TS (unbalanced 
connection) jack plugs can be used.
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SPECIFICATIONS

Performance Specifications
NOTE: All performance figures measured in accordance with the provisions of AES17, as applicable.

Clock Source   Internal

Supported sample rates   44.1 kHz, 48 kHz, 88.2 kHz, 96 kHz, 176.4 kHz, 192 kHz
Microphone Input
Dynamic Range 111 dB (A-weighted)
Frequency Response 20 Hz to 20 kHz ±0.1 dB

THD+N <0.0012% (minimum gain, -1 dBFS input with 22 Hz/22 kHz 
bandpass filter)

Noise EIN -128 dB (A-weighted)
Maximum Input Level +9 dBu
Gain Range 56 dB
Input impedance 3 kohms
Line Input
Dynamic Range 110.5 dB (A-weighted)
Frequency Response 20 Hz to 20 kHz ±0.1 dB

THD+N <0.002% (minimum gain, -1 dBFS input with 22 Hz/22 kHz 
bandpass filter)

Maximum Input Level +22 dBu at minimum gain
Gain Range 56 dB
Input impedance 60 kohms
Instrument Input
Dynamic Range 110 dB (A-weighted)
Frequency Response 20 Hz to 20 kHz ±0.1 dB

THD+N <0.03% (minimum gain, -1 dBFS input with 22 Hz/22 kHz 
bandpass filter)

Maximum Input Level +12.5 dBu at minimum gain
Gain Range 56 dB
Input impedance 1.5 Mohms
Line Outputs
Dynamic Range 108.5 dB (A-weighted)
Maximum Output Level (0 dBFS) +15.5 dBu at minimum gain; balanced outputs

THD+N <0.002% (maximum level, -1 dBFS input with 22 Hz/22 kHz 
bandpass filter)

Output impedance 430 ohms
Headphone Output
Dynamic Range 104 dB (A-weighted)
Maximum Output Level 7 dBu

THD+N <0.002% (maximum level, -1 dBFS input with 22 Hz/22 kHz 
bandpass filter)

Output impedance <1 ohm
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Physical and Electrical Characteristics

Analogue Input 1

Connector Balanced, via female 3-pin XLR on front panel

Phantom power 48 V phantom power switch

AIR function Front panel switch or via Focusrite Control

Analogue Input 2

Connector
¼” (6.35 mm) jack socket on front panel
INST mode: unbalanced, 2-pole (TS)
LINE mode: balanced (TRS)

Line/Instrument switching Front panel switch or via Focusrite Control

Analogue Outputs

Main outputs Balanced, 2 x ¼” TRS jacks on rear panel

Stereo headphone output ¼” TRS jack on front panel

Output level control
(main and headphone) On front panel

Direct Monitoring Front panel switch; allows zero-latency monitoring of inputs

Other I/O

USB 1 x USB 2.0 Type C connector

Front Panel Indicators

USB power Green LED

Gain Halos Tri-colour LED rings (concentric with GAIN controls)

Phantom power Red LED

Instrument mode Red LED 

AIR mode Amber LED

Direct Monitor mode Green LED

Weight and Dimensions

W x H x D 143.5 mm x 43.5 mm x 95.8 mm
5.65 in x 1.71 in x 3.77 in

Weight 320 g
0.71 lb



20

TROUBLESHOOTING
Your Scarlett Solo has a two year warranty. Wherever you are in the world, you can rely on our 
warranty should any Focusrite hardware need repairing or replacing due to a manufacturing fault.

For all troubleshooting queries, please visit the Focusrite Help Centre at
http://support.focusrite.com/ where you will find articles covering numerous troubleshooting 
examples.

COPYRIGHT AND LEGAL NOTICES

Focusrite is a registered trade mark and Scarlett Solo and Scarlett Solo Studio are trade marks of 
Focusrite Audio Engineering Limited.

All other trade marks and trade names are the property of their respective owners. 
2019 © Focusrite Audio Engineering Limited. All rights reserved.
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