
30IN Charcoal Grill with Offset Smoker CC1830F
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Explosion View



Parts and Hardwares 

Bolt A M6x15 33pcs Bolt B M4x8 6pcs Bolt C M6x50 4pcs Bolt D M6 3pcs Nut E M6 10pcs Split pin F 4pcs

Washer G 2pcs Bolt H M5x10 4pcs

Smoker Smoker



Connect the left front leg (2) and right front leg (4),

left back leg (3) and right back leg (5).

Assemble the bottom shelf (1) to the legs with 4 bolts (C) .

Please note:

Assemble the smoker brace (7)  to the left legs with 2 bolts  (A), 
leg connector (6) to right legs with 4 bolts ( A).

Slide axle (8) through the right legs.

Attach the washer (G) and wheel (9) on the axle from both
sides as IMAGE 2.

Secure each wheel with a split pin (F) as IMAGE 3.

Assemble the main body (10) to the legs with 4 bolts (A).

Now, tighten all the bolts.

At this point, the left side bolts only need hand tightened.

Fasten the main body to the leg connector with 1 bolt (A)

 and 1 nut (E),as shown.

F

At this point, the bolts only need hand tightened.

Assembly Instructions



Assemble the main body lid (11) to the main body with 2 bolts (D).

Fasten the stack (14) onto the lid with 2 bolts (A) and 2 nuts (E).

Fasten the handle (12) to the lid with 2 bolts  (A) and 2 nuts (E).

Assemble the front shelf braces (27) to the main body with

2 bolts ( A)  and 2 nuts (E).

Assemble the front shelf (26) to the main body with 2 bolts (A).

Fasten the braces to the front shelf with 2 bolts (A).

Assemble the smoker lower part (15) and upper part (16) together

with 4 bolts  (H).

H



Insert the smoker lid support (19) to the upper part, and fasten
it with 1 bolt  (A)  and 1 nut (E) as IMAGE 5.
Assemble the smoker lid (18) to the upper part with 4 bolts (B).

Assemble the smoker side door (17) to the lower part with 2 bolts (B).

Fasten the handle (12) to the smoker lid with 2 bolts (A) and 2 nuts (E).

Fasten the handle (12) to the smoker upper part with 2 bolts (A).

Screw 1 bolt (D) to the smoker lower part as shown.

Please note: 1 bolt (A) is fastened to the smoker brace

Place the smoker charcoal grate (20) to the right position

as IMAGE 7.

as IMAGE 6.

Screw 2 bolts (A) halfway on the smoker,
hold it onto the main body as shown.

Fasten the smoker to main body with 5 bolts (A).



Place the smoker cooking grates (21) in the smoker.

Connect the lifting handles (23) to the charcoal pan (22)

and place them into the main body as IMAGE 8 & 9.

Assemble the warming rack (24) to the main body & lid, as
IMAGE 10 & 11, secure it with 2 split pins (F) as IMAGE 12.

Place the cooking grates (25) onto the main body.





Thanks for purchasing this Royal Gourmet    Charcoal Grill. We

of your new grill. Please do not hesitate to contact our customer

warranty, or accessories. We will be happy to offer any replac-

Please have your model number ready when you contact us.

1-800-618-6798

are here to help you maximize your enjoyment and appreciation

service  should  you have  any  questions  regrading  assembly,

ement parts needed.

9:00 AM - 5:00 PM, EST

,

,

.

Customer Service

M - F

service@royalgourmetusa.com


